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Sinking prevention plate : =~ -
Preventing the mats from =sinking into the ground

Buffer wing :
Disperzing and buffering the load

Pillar -
Upholding the load

Sliding type hooking means :
Easily connecting the mats in rows and lines

Opening -
The inner surface of the outer frame

#

Upper view of Mat



1. Chose where high pedestrian traffic happens andhere grass scan establish
2. Mat doesn’t work on the area where grass is congted worn out
3. Installing sod is required for those severely wa area
4. After sod is installed, topdressing and levelligis required
5. Install mat 1-2weeks after sod installed
(Harden the ground and increase anti-burial efct of mat)

SHEARS

HAMMER MAT PIN&PEG



01. Place a roll mat over the
starting line

g 03. Unhook and reassemble
t when mat s not laid along
§ the walking direction

04. Keep themat 5 to 10cm
off from the edge of road




* ORDER OF PINNING DOWN MAT

Please take a close look at the following pictures.

13. installation completed.



* How to install on the curve area

3. Bind all pieces with pins and installation completed!



. Application

Y APPLICATIONS

= APPLICATION INCLUDES
1. Access route to teeing ground.
2. Access and Exit to green.
3. Around Bench, Bridge, IP Points.

1. ACCESS ROUTE TO TEEING GROUND.

2. AROUND BENCH



3. AROUND BRIDGE

1. Do not top-dress after installation

--(topdressing will be performed naturally)

2. Use the mat after planting grass.

3. Install it after making flat.

4. Please extend it top to bottom, right to leftriaximum.

Movement line direction

A. Correct B. Incorrect



Before installation After installation




